
LOCKING COLLAR

CONDUIT RISER

SERVICE CABLES

STAINLESS STEEL
SEALING BUSHING

SEALING RING
PRESSURE DISK

SEALING BUSHING DETAIL
NOT TO SCALE

COMED POLE

H
EI

G
H

T 
AS

R
EQ

'D
 B

Y
C

.E
. C

O
.

10
'

FURNISHED BY
CONTRACTOR
INSTALLED BY COMED

FURNISHED &
INSTALLED BY
CONTRACTOR

COUPLING
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2" R.G.S. CONDUIT TO CONTROLLER

30
"

GROUND LINE

GROUND
CONDUCTOR

10-2" GALV. CONDUIT
8-2 HOLE STRAPS

CONDUIT TO FIBER ADAPTER

2" FIBER DUCT, LENGTH AS REQ'D
2 HOLE STRAP EVERY 3 FEET

SEALING BUSHING

5/8" X 10' COPPERCLAD GROUND ROD - MIN. 1'-0"
BELOW GRADE (TYP). EXOTHERMIX WELD (TYP)

GENERAL NOTES:

SEE COMED BOOK OF INFORMATION AND REQUIREMENTS FOR THE
SUPPLY OF ELECTRICAL SERVICE PAGE NO. 90591.

GROUND ROD, GROUND CLAMPS AND GROUND WIRE TO BE IN
ACCORDANCE WITH COMED REQUIREMENTS.

CITY OF WEST CHICAGO
475 MAIN STREET
WEST CHICAGO, IL 60185
PHONE: 630-293-2255
FAX: 630-293-2971

CITY OF WEST CHICAGO
CONSTRUCTION SPECIFICATIONS,

STANDARDS, AND DETAILS
ELECTRICAL SERVICE INSTALLATION

STANDARD LGT-002
REVISIONS
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