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ALUMINUM ALLOY OR CAST
ALUMINUM SHAFT CAP

10' MAST ARM
*(15' WHERE NOTED)

ROADWAY LUMINAIRE
GE ERLH 96W EVOLVE LED
SCALEABLE COBRA HEAD.
MODEL #ERLH-3-11-E1-40-D-GREY-IL

HEIGHT VARIES

2 3/8" O.D. ALUMINUM TUBE

ALUMINUM CLAMP-ON TRUSS
ARM VALMONT MODEL
#1-TA-10-32-C-SBF

INTERNAL VIBRATION DAMPER

VALMONT MODEL
#2708-45-80-6-T-4-SBF
28' TAPERED ALUMINUM
SHAFT, ALLOY 8083-T6BF
SATIN GROUND FINISH, WALL
THICKNESS = .188 IN

4" X 6" HANDHOLE FRAME AND
COVER WITH 3/8" - 16 NC TAP
FOR GROUNDING

BASE FLANGE ALLOY 356-T6
WITH BOLT COVERS AND
STAINLESS STEEL SCREWS

FOUR BOLT ANCHORAGE
IN ACCORDANCE WITH
MANUFACTURERS
RECOMMENDATIONS

BASE VIEW

GENERAL NOTES:

CABLE AND POWER SUPPLY TO LUMINAIRE: BOTH CONDUCTORS SHALL BE SIGNAL CONDUCTOR, UNDERGROUND
FEEDER AND BRANCH CIRCUIT CABLE, BARE COPPER GROUND, TYPE USE INSULATED COPPER CONDUCTOR, 600
VOLT CABLE, AND MINIMUM AWG SIZE 6 OR OF THE SIZE REQUIRED BASED ON USE OF 150-WATT LUMINAIRE, IN
2-INCH UNIDUCT OR CONDUIT. EACH LIGHT TO BE CONNECTED DIRECTLY TO UTILITY PEDESTAL

CABLE AND POWER SUPPLY TO LUMINAIRE FOR COLLECTOR STREET: SAME AS RESIDENTIAL EXCEPT CONDUCTOR
SIZE SHALL BE AS REQUIRED BASED ON VOLTAGE DROP CALCULATIONS. SEE LIGHT POLE FOUNDATION DETAIL.

LIGHT POLES SHALL MEET WIND LOADING AND VIBRATION REQUIREMENTS ACCORDING TO THE LATEST ASSHTO
STANDARDS AND ARTICLE 1089.01 IN STANDARD SPECIFICATIONS. ALL LUMINARIES SHALL HAVE A MULTI-TAP
BALLAST WIRED FOR 240 VOLT OPERATION

COLLECTOR STREET
(STANDARD)

RESIDENTIAL STREET
(ALTERNATE DECORATIVE)

RESIDENTAL STREET
(STANDARD)
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TOP DIAMETER

WALL THICKNESS
TAPERAD ALUMINUM  TUBE
ALLOY 6063-T6

1'
-6

" 4-BOLT BASE WITH
BOLT COVERS

BUTT DIAMETER

HANDHOLE

3 1/2" TO 4 1/2"
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6" DIA.

3" X 4" X 5" HANDHOLE

18
"

48
"

2 1/2" X 12"
CABLE ENTRANCE

24
"

5" SQUARE

LED LUMINAIRE, 120V, POST
TOP, POST TOP MOUNTED,
MODEL NUMBER
UTLD-AF24-60-D-U-T3-4-J-A

HAPCO-RTA12B5A4-01
STREET LIGHT POLE, 12' MH,
ALUMINUM OR EQUAL.
3/4" X 17" X 3" HOOK
ANCHOR BOLTS WITH
INDIVIDUAL BOLT COVERS
ON POLE BASE

24" DIAMETER CONCRETE FOUNDATION, 4' DEEP,
WITH REINFORCEMENT CAGE OF 6-#5 VERTICALS,
AND #4 HORIZONTAL TIES AT 12" MAXIMUM SPACING

POLE/LIGHTING:
STERNBERG LIGHTING A840-VCOB OLD
TOWN SERIES MOUNTING CONFIGURATION
PT, FIXTURE A840, FILTER 73, LED VCOB,
CCT 40, DISTRIBUTION TYPE TS, DRIVER
MDL05, LENS A, FINISH BK

ALTERNATE:
SHAKESPEARE AP20-14, 5FG1106, DRN
POLE/20'/WASHINGTON/14'-6"/GLOSS
BLACK/GFCI OPTIONAL

24" DIAMETER CONCRETE FOUNDATION 5' DEEP, WITH REINFORCEMENT
CAGE OF 6-#5 VERTICALS, AND #4 HORIZONTAL TIES AT 12" INCH SPACING,
WITH 4-3/4" ANCHOR BOLTS COLOR TO MATCH "CUSTOMER GREY"

FOUNDATION TYPE: REFER TO LIGHT POLE
FOUNDATION COLLECTOR STREET DETAIL

CITY OF WEST CHICAGO
475 MAIN STREET
WEST CHICAGO, IL 60185
PHONE: 630-293-2255
FAX: 630-293-2971

CITY OF WEST CHICAGO
CONSTRUCTION SPECIFICATIONS,

STANDARDS, AND DETAILS
LIGHT POLES

STANDARD LGT-003
REVISIONS

AutoCAD SHX Text
C  i  t  y     o  f

AutoCAD SHX Text
I  l  l  i  n  o  i  s

AutoCAD SHX Text
1849

AutoCAD SHX Text
West ChicagoChicago


