
5'

PCC

16.5' 33' 16.5'

5'
1'

15'15'
1.5'

VAR.2% MAX

PCC CURB AND GUTTER, B-6.12

JOINTED PCC PAVEMENT, 7"

AGGREGATE BASE COURSE, TY B (4")

3" HOT-MIX ASPHALT SURFACE
COURSE, MIX "D", N50

5" HOT-MIX ASPHALT BINDER
COURSE, IL-19.0

N50 0.05 GAL/S.Y. BITUMINOUS
MATERIAL PRIME COAT

12" POROUS GRANULAR EMBANKMENT, IF NEEDED
(CA6, 3" CAP) 6 TO 6.5 OZ/SY WOVEN STABILIZER
FABRIC AT DIRECTION OF CITY ENGINEER

AGGREGATE BASE COURSE, TY B, 10"

PCC SIDEWALK
5" TYPICAL DEPTH
6" AT DRIVEWAYS
8" AT ALLEYS
2" CA6 SUBBASE

66' ROW

PCC HMA

CITY OF WEST CHICAGO
475 MAIN STREET
WEST CHICAGO, IL 60185
PHONE: 630-293-2255
FAX: 630-293-2971

CITY OF WEST CHICAGO
CONSTRUCTION SPECIFICATIONS,

STANDARDS, AND DETAILS
TYPICAL RESIDENTIAL STREET SECTION

STANDARD RDY-003
REVISIONS
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