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1.5% MIN
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PCC CURB, TY B6.12
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HOT MIX ASPHALT SURFACE COURSE
BITUMINOUS MATERIAL (PRIME COAT)
HOT MIX ASPHALT BINDER COURSE
BITUMINOUS MATERIAL (PRIME COAT)
AGGREGATE BASE COURSE, CA6
6 TO 6.5 OZ/SY WOVEN STABILIZER
FABRIC AT DIRECTION OF CITY

PCC PAVEMENT

AGGREGATE BASE COURSE, CA6

PCC CURB,
TY B6.12

PAVEMENT

PAVEMENT STRUCTURE
HMA STANDARD DUTY PAVEMENT
HMA HEAVY DUTY PAVEMENT
PCC STANDARD DUTY PAVEMENT
PCC HEAVY DUTY PAVEMENT
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GENERAL NOTES:

CONSTRUCTION METHODS AND MATERIAL SHALL COMPLY WITH STATE STANDARDS
AND SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION

PROOF-ROLL ON AGGREGATE BASE COURSE SHALL BE REQUIRED PRIOR TO
CONSTRUCTING PAVEMENT

PAVEMENT SHALL BE DESIGNED IN ACCORDANCE WITH EXPECTED VEHICULAR LOADS

STORM SEWER AND DRAINAGE STRUCTURES SHALL BE DESIGNED AND
CONSTRUCTED AS NECESSARY

MINIMUM AISLE AND SPACE DIMENSIONS SHALL BE IN ACCORDANCE WITH MUNICIPAL
CODE SECTION 13.1-6 - PARKING AREA DESIGN STANDARDS

DEPRESSED CURB AND GUTTER
TO MATCH EXISTING ROADWAY

PCC SIDEWALK

PROPERTY LINE

1'

CITY OF WEST CHICAGO
475 MAIN STREET
WEST CHICAGO, IL 60185
PHONE: 630-293-2255
FAX: 630-293-2971

CITY OF WEST CHICAGO
CONSTRUCTION SPECIFICATIONS,

STANDARDS, AND DETAILS
PARKING LOT PAVEMENT

STANDARD RDY-005
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