
CAST IRON INSPECTION FRAME, SOLID LIDS
FRAME AND COVER CASTED "CLEAN OUT",
NEENAH R-1970 SERIES OR EQUAL IN PAVEMENT

10" 10"

CLEAN OUT ADAPTEOR (HUB)
WITH RAISED MITP PLUG

PROPOSED / EXISTING
PAVEMENT GRADE

REPLACE IN KIND OR MATCH PROPOSED
PAVEMENT SECTION (NOT REQUIRED
FOR RESIDENTIAL COVERS IN GRASS)

6" DIA.

5' MIN.

FOUNDATION WALL

CHANGE IN PIPE SIZE SHALL OCCUR
BEFORE TEE CONNECTION. AN
ENLARGING COUPLING WILL BE REQUIRED

NON-SHEAR
COUPLING 4" MIN. PIPE FOR RESIDENTIALSEE PLAN FOR PIPE SIZE,

6" MIN. REQUIRED

FLOW FLOWTEE

GENERAL NOTES:

USE NON-SHEAR COUPLINGS TO MAKE
CONNECTIONS TO DISSIMILAR PIPE MATERIALS.

CLEANOUT PIPE, TEE AND ENLARGING COUPLING
SHALL BE P.V.C. SDR 26 OR D.I.P. CLASS 52.

A CLEANOUT SHALL BE PROVIDED 5-FEET OUTSIDE
OF THE BUILDING WALL FOR RESIDENTIAL.
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WEST CHICAGO, IL 60185
PHONE: 630-293-2255
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CITY OF WEST CHICAGO
CONSTRUCTION SPECIFICATIONS,
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SANITARY SEWER CLEANOUT
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